
Horse Barn Instructions

Assembly overview - 12 Steps:
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Thanks for purchasing one of our laser cut designs, we hope you enjoy building and playing with it.
If you lose a part don't fear just let us know.

Features:
Eight individual stables
Tack room with saddle racks
Opening roof
Stables open internally and externally
Centre hallway with sliding doors
Cobble stone pattern on floor
Line art on roof, walls and doors
Double door access to tack room
Designed to fit Schleich horses

Tools required:
- Wood glue (PVA etc)
- Ice block stick

Glue instructions:
- Put a small dollop of PVA glue onto both surfaces of the
  parts that will touch. More glue means more strength.
- Use an ice block stick to spread the glue.
- Push the pieces of wood together and leave to sit for 30
  seconds.
- If you have masking tape you can use some to keep the 
  joint firm.
- Wipe away any excess glue that leaks from joints.
- Once everything is assembled leave it to sit and dry.
- We recommend placing a book on top to weigh down the
  roof and help the glue set.

Material: MDF (Custom wood)
Material Thickness: 4.75mm
Assembled dimensions (LxWxH): 63cm x 63cm x 33cm
Package dimensions (LxWxH): 65cm x 62cm x 7cm
Weight: 16kg
Door size (Stables and tack room): 7cm x 11.8cm
Sliding door opening: 10.5cm x 10.5cm
Hallway width: 10.5cm
Height of internal walls: 15.5cm
Sable size: 11.5cm x 20cm
Tack room size: 23.5cm x 24cm
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Door Stop x17
Base Plate
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Hook x12
Wall



③                                                                                                                                           laserdesign.nz

Wall x6



④                                                                                                                                           laserdesign.nz

Wall x5
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①

③
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②

②

Handle x18
Hinge x36
Door x18

Hint: The hinges do not require glue. Push each of the
hinges onto the first door notch② of each door, hook
the hinges over the wall frame③, once in place push
the hinge onto the second door notch④.

④

④
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Wall x3
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Walls
Base

Caution: Make sure the doors are on the correct side of the door stops.
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①

②

③

Divider x5
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③

②

Slider parts x10 Install the top and bottom runners① and clean out
excess glue. Drop the doors② in from the top with the
notch in the middle and make sure the doors side back
and forth. Finally install the top cover③ and make sure
there is no excess glue that will stop the sliding doors
from moving side to side.

①

①
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②

②

①
③

Install one side of the roof①
and the struts② then the
other side③. Make sure they
are firmly pushed together

Roof Strut x2
Roof x2
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①
①

②
② Vaulted Roof x2

Vaulted Sides x2
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Roof Hinge x12
Roof/Lid x2

Hint: The hinges do not require glue. Push each
of the hinges onto the first notch of the lid, then
hook the hinges onto the roof frame, and finally
push the hinge onto the last two notches.


